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ECS Configuration Change Reqmgst Page 1 of Page(s)
1. Originator 2. Log Date: A 3. CCR#: 4.Rev: | 5. Tel: 6.Rm#: | 7.0rg.
Rajesh Dharia (&) 0498

j IO/ﬁ// ) 29-/0A9 | = |* 3204E | DevEng
8. Title of Change: Update the bageline document 910-TDA-020 Rev_0 as per technical directives of CCR 98-0959
9. Originator SignatureIDatelé - L % m: " /0/2'1’/11 10. Class 1c 1(5RType: 12. Need Date: 10/25/99
13. Office Manager Signature/Bate 14. Category of Change: 15. Priority: (if “Emergency”

ca e e EDF fill in Block 28).

a@;-\' AT AA b v T Routine
16. Docﬁme?ltationlDrawings Impacted: 17. Schedule 18. Cl(s) Affected:
910_TDA_020.Rev_0 Impact:
19. Release Affected: 20. Date due to Customer: | 21. Impl. Date: 22, Estimated Cost:

N/A 10/25/99 None

23. Source Reference: [ IJNCR (attach) [ |Actionitem [ |Tech Ref. [JGSFC [XlOther:
Action item 98-0371 for CCR 98-0959

24. Description of Change: (use additional Sheets if necessary)

Please close this action Item 98-0371 assigned to Howard Ausden for the CCR 98-0959. The Access database (configuration
parameters) has been modified as per CCR 98-0959 technical directives for SGI FSMS hosts (*DRG*). See Access database
attached here.

25. Proposed Solution: (use additional sheets if necessary)

Configuration parameter Access database document 910-TDA-020 Rev-0 has been modified as per CCR 98-0959 Technical
Directive. New updated document hard copy is attached with this CCR and also soft copy is forwarded to CM via ccmail. Use this
attached ACCESS database as a final baseline document (Rev 01).

26. Alternate Solution: (use additional sheets if necessary)
N/A

27. Consequences if Change(s) are not approved: (use additional sheets if necessary)
AMASS and nfs may cause deadlock condition due to many nfs request. Probability of additional AMASS hangs resulting in a
serious distruption of testing.

28. Justification for Emergency (If Block 15 is “Emergency”):

29. Site(s) Affected: [ JEDF [Mini-DAAC [JvAaTC PJepc [JasFc [Juarc [NsIDC [Jsmc [Jak [lupL

[JEoC  [1IDG Test Cell [Jother
30. Board Comments: 31. Work Assigned To:
32, EDF/REL2 CCB Chair (Sign/Date): 33. Disposition: Approved 34. (TBD)
AC Disapproved
Fwd/ECS Fwd/ESDIS
35. M&O CCB Chair (Sig 36. Disposition: 37. CM Manager's Closure:
AIC Disapproved
Jadl /%/28 /8T Fuyrcs  Fudesnis
38. ECS CCB Chair {Sign/Date): 4 39. Disposition: Approved 40. CCR Closed Date:
AC
Disapproved
CMO1 March 8, 1999 R T ECS/EDF/REL2 CCB
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EDC confiquration parameters

By Faw

FunctionName SitelD . HostName HostMemory Configitem

EDC

le0drs03 64 MBytes

semsys:seminfo_semvmx=32767
forceload:,sys/semsys
semsys:seminfo_shmseg=10
semsys:seminfo_shmmni=100
semsys:seminfo_shmmax=10000000
semsys:seminfo_semusz=96
semsys:seminfo_semume=10
semsys:seminfo_semopm=10
semsys:seminfo_semaem=16384
semsys:seminfo_shmmin=1
forceload:,sys/shmsys
semsys:seminfo_semmsl=50
semsys:seminfo_semmap=10
semsys:seminfo_semmni=100

semsys:seminfo_semmns=1000

D CSLS LYor K m._.ﬂl_..g O w AR AR semsys:seminfo_semmnu=50
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FunctionName SitelD HostName HostMemory Configitem
EDC

leOdrs04 64 MBytes

semsys:seminfo_semume=10
semsys:seminfo_semmns=1000
semsys:seminfo_shmmni=100
semsys:seminfo_shmmin=1
semsys:seminfo_shmmax=10000000
semsys:seminfo_semvmx=32767
semsys:seminfo_semusz=96
semsys:seminfo_shmseg=10
forceload:,sys/semsys
semsys:seminfo_semmnu=50
semsys:seminfo_semms!=50
semsys:seminfo_semmni=100
semsys:seminfo_semmap=10
semsys:seminfo_semaem=16384

forceload:,sys/shmsys

D.u\\lﬂ 60.) _Amu .TN.TQ/ semsys:seminfo_semopm=10

Al mm ﬁ..w.ﬁ Katatian

EDC

le0ais02 | 128 MBytes

npty=1024
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FunctionName SitelD HostName HostMemory Configitem
pt_cnt=1024

maxusers=1024

R AL AP ﬁmw,.e:lm“uffr

e0ais03 256 MBytes

forceload:,drv/vxspec

md:mddb_bootlist1="sd:71:16 sd:63:16
sd:47:16"

forceload:,drv/vxio

EDC

leDacg01 1024 MBytes

In the file /var/sysgen/master.d/bsd
change two lines from: unsigned long
tcp_sendspace & unsigned long
tcp_recvspace from 60*1024 to
256*1024; /*Both must be < 512K */
Also, in file /var/sysgen/master.d/if_ipg
change the line from Int ipg_cksum= -1

Qﬂﬁ) wﬁ‘ﬁdn\.am.wu to 0

¢ORYye 2

EDC

leOacg02 | 1024 MBytes
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FunctionName SitelD HostName HostMemory Configitem

In the file /var/sysgen/master.d/bsd
change two lines from: unsigned long
tcp_sendspace & unsigned long
tcp_recvspace from 60*1024 to
256*1024; /*Both must be < 512K */
Also, in file /var/sysgen/master.d/if_ipg
change the line from Int ipg_cksum= -1
to 0

hestiteravs Sy

eOmss21 512 MBytes

forceload:,drv/vxspec
vxio:vol_rootdev_is_volume=1
shmsys:shminfo_shmmax=143360000
rootdev:/pseudo/vxio@0:0
forceload:,drv/SUNW  fas
forceload:,drv/sd

forceload:,drv/sbus

A Dol cotiong SRV Awu forceload:,drv/vxio
IIEAtIONSASAIVARIS

EDC

_ocB..,.mNo _ 512 MBytes

forceload:,drv/vxspec

rootdev:/pseudo/vxio @0:0

forceload:,drv/vxio



FunctionName SitelD HostName HostMemory Configitem
forceload:,drv/SUNW fas

forceload:,drv/sd

forceload:,drv/sbus

D@._.n\.) QUF:J W o IU*G_.TO vxio:vol_rootdev_is_volume=1
o &.47 Iraidraietin.,
EDC
e0ass03 128 MBytes
ASTER LUT Dudoloose Se | NoE
?,r[ 44-14; _gwfd 114 -
EDC
e0ass01 | 128 MBytes
._nywl—.mp shmsys:shminfo_shmmax=131072000
ACTE RN LISATANEES
EDC
e0ass02 128 MBytes
cCmn Ser-ver shmsys:shminfo_shmmax=131072000

{ mu..f i te .v,,xu b

EDC

leOmss02 | 128 MBytes

forceload:,drv/vxio

Q2B forceload:,drv/vxspec
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FunctionName SitelD HostName HostMemory Configitem

EDC

leOcss02 | 256 MBytes

Data Spec. Loorkstutkon O NO_ACCESS

B TR PR TERAT R I G TP TR

EDC

_oc&:mow 64 MBytes

Dolen Spec. Workstetion O

EDC

e0dms04 64 MBytes

EDC

_mo&urom unknown

dump,lvol
maxswapchunks=350
nstrpty=60

sk {AAID Driver default_disk_ir=1

INBKHA I FIEIUSE
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FunctionName SitelD HostName HostMemory Configlitem
leDaggo1 | 128 MBytes

In the file /var/sysgen/master.d/bsd
change two lines from: unsigned long
tcp_sendspace & unsigned long
tep_recvspace from 60*1024 to
256*1024; /*Both must be < 512K */
Also, in file /var/sysgen/master.d/if_ipg
change the line from Int ipg_cksum= -1
to0

e0dis02 512 MBytes

shmsys:shminfo_shmmax=131072000

forceload:,drv/vxio

forceload:,drv/vxspec

le0dis01 512 MBytes

shmsys:shminfo_shmmax=131072000
forceload:,drv/vxio

forceload:,drv/vxspec

le0drg01 | siamByes
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FunctionName SitelD HostName HostMemory Configltem

In file /var/sysgen/master.d/bsd make
tcp_sendspace & tcp_recvspace =
256*1024; In file
Ivar/sysgen/master.d/if_ipg make Int
ipg_cksum= 0; Create/Modify two files:
Jetc/config/nsfd.options with contents 32;
& file:/etc/config/biod.options wih

F o e e

In file /var/sysgen/master.d/bsd make
tcp_sendspace & tcp_recvspace =
256*1024; In file
/var/sysgen/master.d/if_ipg make Int
ipg_cksum= 0; Create/Modify two files:
fetc/config/nsfd.options with contents 32;
& file:/etc/config/biod.options wih
contents 16

s
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FunctionName SitelD HostName HostMemory Configltem

In file /var/sysgen/master.d/bsd make
tcp_sendspace & tcp_recvspace =
256*1024; In file
/var/sysgen/master.d/if_ipg make Int
ipg_cksum= 0; Create/Modify two files:
letc/config/nsfd.options with contents 32;
& file:/etc/config/biod.options wih

.HJo 8..’. MNH,/.QJ A..ﬂ u | i | contents 16

le0icg01 | 1024 MBytes

In the file /var/sysgen/master.d/bsd
change two lines from: unsigned long
tcp_sendspace & unsigned long
tcp_recvspace from 60*1024 to
256*1024; /*Both must be < 512K */
Also, in file /var/sysgen/master.d/if_ipg
change the line from Int ipg_cksum= -1
to 0

le0icg02 1024 MBytes
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FunctionName SitelD HostName HostMemory Configitem

In the file /var/sysgen/master.d/bsd
change two lines from: unsigned long
tcp_sendspace & unsigned long
tcp_recvspace from 60*1024 to
256*1024; /*Both must be < 512K */
Also, in file /var/sysgen/master.d/if_ipg
change the line from Int ipg_cksum= -1

Loork stedkion 00

EDC

le0icg03 ] 256 MBytes

Trkrhie Serwe o NONE

InterfacelServaind

EDC

e0ins02 1 GByte

forceload:,drv/vxspec

maxusers=1024

npty=1024

pt_cnt=1024
semsys:seminfo_semmnu=50
shmsys:shminfo_shmmax=131072000

forceload:,drv/vxio




FunctionName

SitelD

HostName

HostMemory

Configitem

e0ins01

1 GByte

shmsys:shminfo_shmmax=131072000
forceload:,drv/vxio

forceload:,drv/vxspec

maxusers=1024
npty=1024
pt_cnt=1024

eOmss01

576 MBytes

pt_cnt=1024
npty=1024
maxusers=1024

forceload:,drv/vxio

forceload:,drv/vxspec

eOmsh03

ncallout=950
maxfiles=180
nstrpty=60
npty=200




FunctionName SitelD HostName HostMemory Configltem

nproc=950
ninode=1500
nflocks=200
nfile=1500
maxuprc=925
maxtsiz=0X0B000000
maxssiz=48000000
maxdsiz=0X0B000000
dump,lvol
maxusers=180
default_disk_ir=1

maxswapchunks=350

eOmshll unknown

shmseg=50
nflocks=50
ninode=900

nproc=500
npty=100
nstrpty=60

scroll_lines=70

s shmmni=50




FunctionName SitelD HostName HostMemory Configltem
maxfiles=120

nfile=800

semmni=20
default_disk_ir=1
msgmni=20
dbc_min_pct=2
dump,lvol
maxdsiz=0X0B000000
maxswapchunks=350
maxssiz=36000000
maxuprc=300
maxusers=100

dbc_max_pct=25

e0acs03 | 96 MBytes

eQacs04 64 MBytes

NONE




FunctionName SitelD HostName HostMemory Configitem

EDC

le0pls02 512 MBytes

forceload:,drv/vxio
forceload:,drv/vxspec

md:mddb_bootlist1="sd:71:16 sd:63:16
sd:207:16"

shmsys;shminfo_shmmax=131072000

le0pls03 ] 384 MBytes

leOpls01 384 MBytes

leDaqg02 | 128 MBytes




FunctionName SitelD HostName HostMemory Configitem

In the file /var/sysgen/master.d/bsd
change two lines from: unsigned long
tcp_sendspace & unsigned long
tcp_recvspace from 60*1024 to
256*1024; /*Both must be < 512K */
Also, in file /var/sysgen/master.d/if_ipg
change the line from Int ipg_cksum= -1
to 0

EDC
e0sps04 512 MBytes
md:mddb_bootlist1="sd:47:16 sd:167:16"
semsys:seminfo_semmns=100
semsys:seminfo_semmnu=50
semsys:seminfo_semmsl=50
@n\—gﬁh\ ﬁa ﬁ.A\@@O.\a O\ shmsys:shminfo_shmmax=1310720000

—oo%moH ; 2048 MBytes

In the file /var/sysgen/master.d/bsd
change two lines from: unsigned long
tcp_sendspace & unsigned long
tcp_recvspace from 60*1024 to
256*1024; /*Both must be < 512K */
Also, in file /var/sysgen/master.d/if_ipg
change the line from Int ipg_cksum= -1
to 0




FunctionName SitelD HostName HostMemory Configltem

NCREGEaSE OIS

le0spg05 1024 MBytes

In the file /var/sysgen/master.d/bsd
change two lines from: unsigned long
tcp_sendspace & unsigned long
tcp_recvspace from 60*1024 to
256*1024; /*Both must be < 512K */
Also, in file /var/sysgen/master.d/if_ipg
change the line from Int ipg_cksum= -1

M,U. v to O

pt_cnt=1024

maxusers=1024

@O@ﬂ . npty=1024




FunctionName SitelD HostName HostMemory Configltem

dump,lvol

maxswapchunks=350

nstrpty=60

eOmss04 256 MBytes

md:mddb_bootlist1="sd:435:16
sd:387:16 5d:379:16"

Dot iny  Sdorac
dngiSioradettiost

leOwkg01 512 MBytes

In the file /var/sysgen/master.d/bsd
change two lines from: unsigned long
tcp_sendspace & unsigned long
tcp_recvspace from 60*1024 to
256*1024; /*Both must be < 512K */
Also, in file /var/sysgen/master.d/if_ipg
change the line from Int ipg_cksum= -1
to0




